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FCI's 1/0 connector solutions:
4 high-density
4 high-speed interfaces

Applications:

4 networking, storage, and memory,
power distribution, media card
systems, etc

Industry standards:

4 Ethernet, SFF, Infiniband, USB,
PCMCIA™ or HDMI™ | Compact
Flash ™ SAS, SATA, etc.

Custom solutions:
4 Cable assemblies
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Modular Jacks:
Latch-r-Lok™

Memory & Media Card
Systems

¢

"

&

Smartcard

PCRCIA™
ExpressCarg™

DOR hemoty

Flazh memary products

High Speed 1i0's

DensiShigld™ Systems

EvemaxE

hutilane SAS and SATA
Connectors

Storage nterface

Setial Attached SCS
[ZAS) Connectors

Serial-ATA (SATL)
Connectars

eSATa Connectors

VDR Connectors

See More...

A

Standard Density
High Denaity

Cable Connectors
Povver Connectars
see more

Cable Assemblies

2

Densishield™ 150 System
Evemax® - Infiniband

Cable Azsembly
Fiker Optics
Metral® Cable Szsembly
See More...
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4 More information can be found on the dedicated
landing page at www.fciconnect.com/modjacks

4 Product selector tables;

etc
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Data sheets;
Product presentation

3D view models & 2D drawings;
Product specifications;
Distributor inventory information;
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4 Applications :

Networking Telecom

Network Servers PBX Systems

Hubs Fax Machines

Routers Phone Line Security Systems
Ethernet Switches

Office and Home  Computer and

Equipment Peripherals
ATM Machines PC’s/Laptops
Set-top Boxes Modems

Vending Machines

Security Systems

Point of sales Terminals
Medical Analysis Equipment
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Modular Jack Range F.___y

4 Features & Benefits
4 Right Angle or Vertical
TMT or SMT

Cat3, Cat5 performance category

4, 6, 8 Positions, fully or selectively
loaded

Single to Stacked Multi-ports
Shielded or Unshielded

With or without LED options
Flanged or flangless versions
Inverted latch options

Standard or Low profile versions

Snap or diamond pegs options

Use web link www.fciconnect.com/modjacks to obtain product
drawing and additional technical information
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Modular Jack Terminology

Cat3:

Cath5:

Catb6:
Cat7:

Cat be :

Performance Categories :

Transmission up to 16MHz (most common)
Phones, Modem, Point of Sales Terminal...

Transmission up to 100MHz
Switches, routers, hubs...

Transmission up to 155MHz
Improved hubs, switches, fast-Ethernet...

Transmission up to 250MHz

Transmission up to 600MHz
High speed data application
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What can be made in NT for Modular Jack Now

- by Category

4 Category 3
Single Port TMT Vertical
Single Port TMT Horizontal
Single Port SMT Vertical
Multiports Standard
Multiports Stacked Standard _
4 Category 5 & &
4 Single Port High Performance TR
& Multiport High Performance ()
4 | eaded Jacks
4 1 Series (4 pos.)

®3
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Modular Jack Single Port Vertical Through Mount (Cat3)

Diamond Pegs Snap Pegs
4 Positions Unshielded 69253/90519 61835/90511
6 Positions Unshielded 69254/90520/93899 61837/90512
8 Positions Unshielded 69255/88785 90598
8 Positions Shielded 91133 91139/94152
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Modular Jack Single Port Horizontal Through Mount (Cat3)

Diamond Pegs Snap Pegs

4 Positions Unshielded 68897/54379 67969/ 86418/87180/66010/88400

6 Positions Unshielded 68898/54381 67968/86285/87180/66011/54601

6 Positions Shielded 61885/74543
i _ 68899/94711 87180/52508(LP)/93067/
8 Positions Unshielded
88400/54601/54602/94908(LP)
8 Positions Shielded 52509/72231/91125/92250/
94910/94927/94909(LP)
10 Positions Unshielded 54602
SO@ .
iy R
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Modular Jack Single Port Vertical SMT(Cat3)

Vertical Horizontal

4 Positions 23306
Unshielded 87543/98431
6 Positions 23305
Unshielded 87545/98432
8 Positions 87547/98435 73304
Unshielded
Keyed Type 87549(8pos)

98433(6pos)
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Modular Jack Multiport Standard & Stacked (Cat3)

Multiport Standard Multiport Stacked
Options _ _ ) )
Shielded Unshielded Shielded Ynshielded
94911 (2, 4, 7, 8 ports)
: 94910 94970 (2 ports) 74633
UL slidoil el (8 ports) [10053565 (2 ports) (2*4 ports)

10113616 (8 ports, LED)
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Single port Cat 5 Multiportport Cat 5
Opti . . . .
pHons Shielded | Unshielded Shielded | Unshielded
95676/95678/
TMT | Horizontal 745;2/69758676/ 10113616 95679
(with LED)
LA
Wl
- & A
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New Release ModJack Types

Selective Plating Version
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Features & Benefits FCi
=/

4 Right Angle

4 Through Hole Type

4 Cat 3 performance category

4 8, 10 positions with 8 contacts

4 Single & Ganged 1xN (1,2,4,6,8) to 2xN (1,2,3,4,6,8 ) Stack Multi-ports

4 Shield or non-shielded

4 Operating temperature: -40 "~ ~85""

4 Storage temperature: -40 " ~85"

4 Durability 988000 cycles for multi-ports and 700cycles for singl e port MJ45

4 Optional Plating type 98e&/F, 15u”, 30u” gold plating

4 RoHS compliant per EU Directive 2002/95/EC

4 Shield shell for EMI protection

4 \With or without LED, and optional LED colors

4 Tray packaging as general, additional tape & reel pa  ckaging for single port series
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Multi-Ports And Single Port Modular Jack Connectors At A Glance

Distribution Confidential

4 Modular Jack Connectors consist of single or multi-port, ganged or
stacked types with or without LEDs and shielded or unshielded
varieties, mounting in through hole type, they are widely used in
Telecom, Data, Networking and Home Entertainment markets for

various applications.
4 Supporting collateral available

Dedicated landing page on www.fciconnect.com
Landing page can be copied to your website
Data sheet

Samples available

Customer presentation

Suggested stock package

Product specification/test report

Press release

4 Cross references to general market series

Global Modular Jack Product Presentation — Dec 2011 FCI CONNECTI /ONS



Modular Jack Connectors FC
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4 To expand the product range under ModJack product line
(HPL580) to meet the stable demand in the marketplace, FCI is
now introducing a CAT3 performance category Modular Jack

connectors to the market, it includes 19 multi-ports and one single
port RJ45 connectors
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Part Numbering System

dotise B
' L

X = Contact Area Plating LF = Lead Free
1 =15u" Gold

2 = 30u” Gold

3 =50u” Gold _

4 = 6u” Gold X = LI_ED Color 0 = Reserved for all series, except for
5=Gold Flash 0 = without LED — 10118065 which is with 10P8C °° 10 positions

1==CGreen/Yellow = and 8 contacts loaded per port #
2 = Yellow / Green
3 =: Green / Green

X = Panel Ground | X=Packaging
0 = w/o 1="Tray
3 = 3 sides (Top/ Right / Left)
61 = 1X2 ports, tab down, w/o LED, shield X = Back Shield Tab
62 = 1x4 ports, tab down, w/o LED 0 = without

63 = 1x6 ports, tab down, w/o LED | 1=with 1 back shield tab
P 2 = with 2 back shield tabs

64 = 1x8 pOI‘tS, tab down, w/o LED 3 = with 3 back shield tabs
65 = 1X4 ports, tab down, w/o LED
66 = 1x2 ports, tab up, w/ LED, shield
67 = 1x4 ports, tab up, w/ LED, shield
68 = 1x8 ports, tab up, w/ LED, shield
69 = 2x1 ports, w/o LED

- 70 =2x2 ports, w/o LED
71 = 2x3 ports, w/o LED
72 = 2x4 ports, w/o LED
73 = 2x6 ports, w/o LED
74 = 2x8 ports, w/o LED

75 = 2x1 ports, w/ LED, shield Ganged & Stacked Multi-Ports

76 = 2x2 ports, w/ LED, shield
77 = 2%4 ports. w/ LED. shield Modular Jack Connector

78 = 2x6 ports, w/ LED, shield
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4.57 (shell pin in front of post)
3.05 (shell pin behind post)
3.43 (shell pin behind post)
ith inner shield
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Part Numbering System

L LF = Lead Free

X = Ground Spring

— 0 = Without Spring
1 = With Spring

01 = Electrical Circuit J
0l1=

X = LED Color

0 = Without LED

1 =Green/ Yellow
2 = Yellow / Green
3 = Green / Green

X = Contact Area Plating

1 =15u" Gold
2 = 30u” Gold
3 =50u” Gold
4 = 6u” Gold

5 = Gold Flash Ganged Multi-Ports

Modular Jack Connector
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Part Numbering System

|— LF = Lead Free
X = Contact Area Plating
1 = 150" Gold 0 = Reserved
| 2 = 30u” Gold 0 = Not Be Used
3 =50u“ Gold
4 = 6u” Gold i
X = Packagin
5 = Gold Flash omnd
— 1=Tray
2 = Tape & Reel
X = LED Color _ X = Back Shield Tab
0 = Without LED 0 = Without
X = Panel Ground X = Two Sides Shield Tab
3 = 3 Sides (Top/ Right / Left) 6 = Dimension B = 3.43 (shell pin behind post)

Single Port Modular Jack
Connector
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Overview of the system (1)
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Overview of the system (2)
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Overview of the system (3)
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Product Specification:

GS-12-0990 (Multi-ports Modular Jacks)
GS-12-0947 (Single Port Modular Jack)

Packaging Specification:
GS-14-2170 (Multi-ports Modular Jacks)
(GS-14-1503 (10113616 series, Multi-ports Modular Jack)
GS-14-2113 (Single Port Modular Jack)
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Ordering Information_Functional Options List
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Ordering Information_Functional Options Definition
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Competitive Cross Reference

10118062-1001310LF
10118062-2001310LF
10118062-5001310LF
10118070-200A110LF
10118072-100A010LF
10118072-200A010LF
10118072-500A010LF
10118073-100A010LF
10118073-200A010LF
10118073-500A010LF
10118074-100A010LF
10118074-200A010LF
10118074-500A010LF

1-1734714-2
1-1734714-3
1-1734714-1

1-1734715-2
1-1734715-3
1-1734715-1
6-1734473-5
6-1734473-6
6-1/34473-1
2-1734473-2
2-1734473-7
2-1734473-8

SS-7388H225-PG4-AC-50

NOTE: Complete part number references available in our cross reference database at www.fciconnect.com

Global Modular Jack Product Presentation — Dec 2011 FCI



Supporting items
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Product Datasheet
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Dedicated Landing page
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Modular Jack Product Matrix For Website

uick Link: _
fciconnect.com/modjacks
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For detailled information about
FCI's Modular Jack Connectors
please visit:

www.fciconnect.com/modijacks
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Use web link www.fciconnect.com/modjacks to obtain
product drawings and additional technical information
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