
Rib-Cage™ Board-to-Board
Connector System
1.27mm (0.050”) Pitch
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Rib-Cage™
0.050” Pitch Connector System
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Header Receptacle

Vertical

Right angle

Rib-Cage™
0.050” Pitch Connector System

Primary Configurations
2 row system; 10 to 100 positions in 10 position increments
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Rib-Cage™
0.050” Pitch Connector System

Standard PCB (Mezzanine) Stack Heights
6.42mm (0.253 in.) …using 5.74mm SMT header*
8.26mm (0.325 in.) …using 7.57mm SMT header*
9.93mm (0.391 in.) …using 9.25mm SMT header*

*Mated to standard SMT receptacle
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Rib-Cage™

Why choose Ribcage?
High density, versatile connector family featuring receptacle contacts that excel in high 

vibration, shock-prone applications 

Primary Segments Served
Industrial, Instrumentation and Communications

0.050” Pitch Connector System
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Rib-Cage™

Ideal applications
Hand-held test and diagnostics
Outdoor test and measurement
Military equipment
Security and Access control
Point-of-Sale

0.050” Pitch Connector System
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High reliability under pressure
Withstands vibration

Fans, mobile, moving parts

Survives shock
Mobile, drop-prone equipment and 
devices

Rib-Cage™
0.050” Pitch Connector System
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Features and Benefits
100 grams normal force ensures reliable electrical contact 
especially for shock and vibration applications

MIL-STD-202 Method 204
IEC 60512 Test 6d

Receptacle Contact has 3 pts of contact for reliable, fault-tolerant 
connections
Tapered lead-in pin design assists with easy mating

Rib-Cage™
0.050” Pitch Connector System
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Features and Benefits
Variety of mating heights enable designs with multi ple PCB stack
heights
Durable shroud guards against pin damage
Surface mount design enables easy PCB assembly
PCB Hold-downs, locators or polarization options also aid PCB 
assembly and processing speed.
Housing stand-off provides clearance for easy cleaning
Polarized housing design prevents mis-mating

Rib-Cage™
0.050” Pitch Connector System
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Rib-Cage™
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Features and Benefits
Supported by MezzSelect™ service and support program

Rib-Cage™
0.050” Pitch Connector System
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Support Materials
www.fci.com/mezzselect
www.fci.com/ribcage
Data Sheet ELXRCAGE0209ELT
Product Prints (Composite)

Headers
Vertical SMT 95781
Vertical Through-hole 95776

Right Angle Through-hole 95780

Receptacles by PN

Product Specification BUS-12-087

Rib-Cage™
0.050” Pitch Connector System


